
Run Title: Stock  2011 Ford F-250 SD 6.7L 
Run Notes: Average baseline runs. 9225 miles. 4th gear runs. 

Run Date: 02/14/2012  
Stock: 57 °F, 29.80 in-Hg, SAE: 0.963, Relative Humidity:  49 % 

  
Run Title: AEM 2011 Ford F-250 SD 6.7L  

Run Notes: Average AEM intake kit installed runs. 9225 miles. 4th gear runs. 
Run Date: 02/14/2012  

AEM: 58 °F, 29.8 in-Hg, SAE: 0.966, Relative Humidity:  50 % 
 Filter and vehicle specific data shown, results may vary for other models. 
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Engine Speed (RPM) 

Corrected Torque (ft-lbs) vs. Engine Speed (RPM) 

Stock AEM CAI

Peak with AEM CAI:  612 ft-lbs 
Peak with Stock:  596 ft-lbs 

Max Gain:  20 ft-lbs @ 1900 RPM 
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Engine Speed (RPM) 

2011 Ford F-250 SD 6.7L 
Corrected Horsepower (hp) vs. Engine Speed (RPM) 

Stock AEM CAI

Peak with AEM CAI:  293 hp 
Peak with Stock:  288 hp 

Max Gain:  8 hp @ 1900 RPM 


