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Figure 1 

Removal of Stock System 
 

1.  Apply penetrating lubricant liberally to all exhaust fasteners, hangers and 

rubber insulators. 
 

 

2.  Disconnect the wiring harness from both exhaust valve actuators.  

Refer to Figure 1. 
 

 

3.  Loosen band clamp at the inlet of the OEM catback. 

Refer to Figure 2. 

 

 

4.  Remove the front and mid hangers from their rubber isolators. 

 

 

5.  Unbolt both rear muffler hangers from the vehicle and remove the 

complete catback exhaust from the vehicle.  Remove the OEM bandclamp, 

both rear muffler hangers, and both exhaust valve actuators with their springs 

from the OEM exhaust as these will be reused during the installation of your 

MBRP performance exhaust. 

Refer to Figure 3. 
 

 

Installation of MBRP  Performance Exhaust 
 

1.  Using the factory band clamp, install the Front Pipe.  Do not fully tighten 

until all parts are installed.  Install the hanger into the rubber isolator. 

Refer to Figure 4. 

 

2.  Using the 3” Clamp, install the Extension Pipe onto the outlet of the 

Front Pipe and insert the hanger into the OEM isolator. 

Refer to Figure 5. 

 

3.  Using a 3” Swivel Clamp, install the Muffler Assembly onto the outlet of 

the Extension Pipe. 

Refer to Figure 6. 

 

4.  Install a Spring Hub onto the exhaust valve shaft of the Driver-Side 

Active Tail-Pipe.  Install the previously removed exhaust valve actuator and 

spring onto the Driver-Side Active Tail-Pipe using the supplied M5 

hardware.  Ensure the spring engages both notches on the Spring Hub. 

Refer to Figures 7 and 8. 
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Figure 6 

5.  Repeat Step 4 for the Passenger-Side Active Tail-Pipe. 

 

6. Install one of the OEM rear muffler hangers onto the Driver-Side Active 

Tail-Pipe before installing it into the rearward muffler outlet using a 2.5” 

Clamp. 

Refer to Figure 9. 

 

7. Repeat Step 6 for the Passenger-Side Active Tail-Pipe. 

 

8. Install the Outer Tail-Pipes using the supplied 2.5” Clamps. 

 

9. Reconnect the wiring harness to the exhaust valve actuators. 

Refer to Figure 10. 

 

10.  Install the Tips and align to your preference. 

 

11.  Tighten all hardware and clamps, starting at the front and working 

rearward to secure the system. Check along the full length of the exhaust 

system to ensure there is adequate clearance for fuel lines, vent lines, brake 

lines, frame, bodywork, suspension and any wiring, etc. If there is any 

interference detected, relocate or adjust to provide adequate clearance. 

 

 
 

 

Congratulations! You are ready to begin experiencing the improved power, 

sound and driving experience of your MBRP Performance Exhaust.  We 

know you will enjoy your purchase! 

 

 
Figure 7 

 
Figure 8 
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Figure 10 

  

 


