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 Engine Speed (RPM x1000) 

DYNOJET RESEARCH CF: SAE  Smoothing: 3

INJEN TECHNOLOGY

MR-TECHNOLOGY

 214.58 

 248.93 

 223.01 

 258.71 

 13.87  13.84 
 X = 4.5 

RunFile_003.drf Max Power = 253.93     Max Torque = 272.55
RunFile_006.drf Max Power = 255.01     Max Torque = 272.90

RunFile_003.drf - SP7027 with stock I/C  piping  -  Run Conditions: 84.31 °F, 29.25 in-Hg, SAE: 1.01
RunFile_006.drf - SP7027 & SES7027IC  -  Run Conditions: 88.21 °F, 29.25 in-Hg, SAE: 1.02

RunFile_003.drf - SP7027 with stock I/C  piping  -  Run Conditions: 84.31 °F, 29.25 in-Hg, SAE: 1.01
Run Type: RO  Date: 11/21/2008 2:15:56 PM 
2008 CHEVY COBALT 2.0 LITER TURBO SS��MILES 5875

RunFile_006.drf - SP7027 & SES7027IC  -  Run Conditions: 88.21 °F, 29.25 in-Hg, SAE: 1.02
Run Type: RO  Date: 11/21/2008 2:59:26 PM 
2008 CHEVY COBALT 2.0 LITER TURBO SS��MILES 5875


