
!"#$%&'()*#%+!,-./

0/,,1,0%23'&4"5%67"&$#"

,89:%;<378%

!"#$#%&'('#)*+#,-./0'#121.'3
1-  3” Web/Nano Fiber dry filter   (#1020)
1-  3” straight hose                           (#3044)
1-  2-3/4”straight hose                      (#3043)
2-  Power-Band    .048 (#4004)
2-  Power-Band    .040 (#4003)   
1-  M6 vibra-mount                           (#6020)
1-  M6 flange nut                              (#6002)
1-  Fender washer                            (#6010)
1-  4 page instruction

Note:  All parts and accessories are sold

on-line a “injenonline.com”

Note: The C.A.R.B. Exempt sticker must be attached
under the hood in a manner such that it is easily viewed by
an emissions inspector.
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Please check the contents of this box immediately.
Note:  This intake system was Dyno-tested with an Injen filter and

Injen parts the use of any other filter or part will void the 
warranty and CARB exemption number.
Parts and accessories are available on line at “Injenonline.com”

Note:  The installation of this cold air intake does require mechanical skills.  Removal of the front bumper requires
loosening and removing several plastic plugs and screws that may be difficult.  It is recommended that this
system be installed by a professional mechanic.  Be sure to disconnect the negative terminal before proceeding.

Congratulations!  You have just purchased the worlds first tuned intake system.
MR Technology, Leading the way! 

“The Worlds First Tuned Air Intake System”™
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With 10mm socket and ratchet loosen the 3 screws
holding in the air box assembly. 

Now lift up and remove the stock intake assembly
from the vehicle. 

Stock OEM intake system. Now with a 10mm nut driver loosen the clamp on the
throttle body.

Now with pliers, loosen the clamp holding in crank
case line and pull back. 

Now carefully pull back the intake hose from the 
throttle body. 

Remove the 2 push clips from the front of the radiator
support holding in the ram scoop and remove. 

Carefully remove the front bumper cover, using flat
head screwdriver and 8mm socket, carefully pull from
corners out. Disconnect fog light harness. Search web
for more info on removal of front bumper cover.

A)With 10mm wrench, loosen the screw holding in the
stock airbox resonator inside the engine compartment.
B)Loosen the 2 screws on the other side holding in
the resonator and remove. 

Pull any lines that are attached or on the resonator
and remove from the vehicle. 

Install the vibra mount to thredded insert closes to the
headlight. Secure the vibra mount and tighten.

Install the 2-3/4” straight hose to the throttle body and
secure using clamps provided and tighten on the
throttle body only. 
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Now tighten the nut using 10mm socket and 
extension. 

Secure using the factory clamp. Re-install bumper
cover and connect battery terminals. 

Using long flathead or 8mm nut driver, tighten the
clamp and secure. 

Install the lower intake assembly and position to the
vibra mount and to the straight hose. Do Not Tighten.

Install the filter to the intake tube.

Install the upper intake tube assembly into the vehicle
and position. Do Not Tighten.

Tighten the clamp only on the intake tube side using
8mm nut driver.

Install the 3” straight hose to the upper intake 
assembly.

Now secure the bracket using provided M6 washer
and nut.

Position for best fit and tighten the remaining clamp
using 8mm nut driver. 

Position for best fit and tighten the remaining clamp
on the throttle body using 8mm nut driver. 

Now secure the crank case line to the fitting on the
intake tube. 
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Check the entire air intake system for best possible fit,  once proper clearance
has been made through out the length of  the intake, continue to tighten all
nuts, bolts and clamps. Short Ram image shown above.

Congratulations! You have just completed the installation of the World’s first
tuned intake system, the Power-Flow intake, featuring MR Technology.
Periodically, check the system for fitment, this will enhance the life of your
Power-Flow system, failure to do so will void the warranty.
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