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1- MR Tech cold air intake system
1- 3” tuned filter                (#1014)
1- 2 1/2” X 2 3/4” Step hose           (#3116)
1- 14”- 15mm vacuum hose (#3079)
2- Power-bands .312 (.040) (#4003)
1- m6 vibra-mount            (#6020)
1- m6 flange nut               (#6002)
1- fender washer               (#6010)
2-M4x10mm button head   (#6047)
1- 4 page instructionNote: all parts
and accessories are

now sold on-line at:

“injenonline.com”
This MR Tech Tuned intake system is
designed to be used with original Injen
parts.  Hydro-shields are recommended
for all wet areas, made to repel water.
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Please check the contents of this box immediately.
Note:  This intake system was Dyno-tested with an Injen filter and

Injen parts.  The use of any other filter or part will void the 
warranty and CARB exemption number.
Parts and accessories are available on line at “Injenonline.com”

Note: The installation of this cold air intake does require mechanical skills.  Removal of the front bumper requires
loosening and removing several plastic plugs and screws that may be difficult.  In addition to removing the 
bumper, you will also have to remove the air resonator box, battery and tray when beginning this installation.          
Injen strongly recommends that this system be installed by a professional mechanic.  

MR Technology, “The World’s First Tuned Intake System!”
Optimum performance, Factory safe air/fuel ratio.   

Tools required:
1- 8mm nut driver
1- 10mm socket
1- ratchet
1- phillips screwdriver
1- flathead screwdriver
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Hydro-Shield used on this 
application X-1033
Sold Separately



The 90 degree plastic elbow is now separated from the
air duct breather port.

The top air box cleaner and air duct are now ready to
be pulled out.

Carefully , remove the air mass sensor from the sensor
housing.

Use a small screw driver to depress the tabs on the
hard line connector breather connector.  This will
allow you to separate the vacuum line from the plas-
tic intake port. 

The intercooler cover is now removed Remove the two screws that fastens the air mass
sensor to the sensor housing.

The two bolts are loosened and removed from the
intercooler cover.

The two 6mm bolts are removed from the intercooler
cover, this will give you easy access to the turbo inlet.

Remove 13- 6mm bolts and 5 plastic clips in order to
remove the front bumper.

Remove the electrical harness clip from the air mass
sensor as shown above.

Loosen the clamp that connects the air duct to the
turbo inlet.

The two metal clips are unhooked from the lower air
box in order to remove the top air intake box.
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Once all bolts have been removed, continue to pull the
splash guard out of the bumper section.

Lower the cold air intake into the engine compart-
ment and into the bumper area.

The first m6 bolt is removed from the splash guard. The third and final m6 bolt is removed from the
splash guard.

Press the 14”- 15mm breather hose over the vacuum
port as shown above.

The splash guard inside of the driver side bumper is
now removed.  Loosen and remove three m6 bolts
and 2 clips that holds the splash guard in place.

The lower air box cleaner is now pull out of the rubber
plungers

The green locking tab is also removed from the
vacuum port.

The upper breather hose is disconnected from the
breather port as shown above.  The stock hose is no
longer used in this installation.

Press the step hose over the turbo inlet.  Tighten the
power-band on the turbo inlet side for now.

The second m6 bolt is removed from the splash
guard.

Align the m6 vibra-mount to the pre-tapped hole
located on the frame (A).  Turn the vibra-mount until
the vibra-mount sits flush with the frame (B).
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Once you have inserted the lower end into the bumper
area, continue to press the upper intake into the step
hose, semi-tighten the second power-band for now.

Prior to inserting the air mass sensor into the sensor
adapter, moisten the O-ring with a light oil to prevent
the O-ring from getting pinched. 

The intake bracket is aligned to the vibra-mount stud
(A).  Use the m6 flange nut and fender washer to
secure the intake to the vibra-mount (B).

Once you have pressed th mass air flow sensor into
the sensor adapter, use twoM4 bolts to secure the sen-
sor to the adapter. (A)  Tighten the M4 bolt using a
2.5mm allen driver. (B)

Press the electrical harness clip to the air mass sen-
sor until it snaps in place.

Press the 15mm hose installed earlier to the intake
port as shown above (A).  The 15mm hose is
pressed over the intake port until it bottoms out (B). 

The tuned filter is now pressed over the end of the
intake.  Once the intake is butted up against the filter
stop, continue to tighten the filter neck clamp.

Once you have aligned and tightened all nuts, bolts
and clamps, continue to install the front bumper  to its
original position.

Align the entire intake for the best possible fit.  Once
you have cleared the intake from all moving parts,
continue to tighten all nuts, bolts and clamps.
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Note: With the transmission in neutral, start the engine and listen for possible air leaks, rattles, rubbing or idle problems.  For air
leaks, check all connecting hoses and clamps. For rattling or rubbing, check the intake fitment and intake bracket on vibra-mount.
Always, find the cause of the problem and repair it before moving forward.    

Figure    30

(A)

(B)


