







 




 
 





























Please check the contents of this box immediately.
Note:  This intake system was Dyno-tested with an Injen filter and

Injen parts.  The use of any other filter or part will void the 
warranty and CARB exemption number.
Parts and accessories are available on line at “Injenonline.com

Note: Injen strongly recommends that this system be installed by a
professional mechanic.  

MR Technology 
“The World’s First Tuned air Intake System!”
Factory safe air/fuel ratio’s for Optimum performance

Patent# 7,359,795

Now equipped with “Air Fusion” Patent pending
“At Injen Technology, we didn’t copy the step down process, we

invented it!”                                                
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PRODUCT DISCLAIMER AND LIABILITY WAIVER:
THIS PRODUCT IS DESIGNED FOR OFF-ROAD or COMPETITION USE
ONLY.

Due to the removal of the factory air box assembly, which contains a Non-
removable Hydro-Carbon Element. Any aftermarket intake system that
removes the factory air box assembly are to be used for off-road use only.
Please keep all OEM intake system components for future use.



Locate the tab on vehicle frame behind the headlight. Secure and tighten using a 10mm socket or wrench. 

Now  lift up and remove the bottom half of the air box. Install the step hose with clamps provided to the
throttle body and tighten clamp on throttle body only.

Loosen the clamp on the throttle body using 10mm
socket and ratchet. 

Disconnect the crank case line from the engine. Un-
clip the upper half of the air box and remove the
assembly. 

Stock box shown in this picture. Disconnect battery
before the install.

Loosen and remove the 2 bolts holding in the factory
scoop. 

Remove the engine cover.

Disconnect the MAF sensor harness. pull clip harness
away from the air box. 

locate the harness that is behind the head light. pull
the clips away from the frame allowing more room for
clearance for the intake install. 

Now install the vibramount to the tab and secure
using provided M6 nut.
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M6 nut

Throttlebody



Secure the bracket to the vibramount using provided m6
nut and fender washer. Do not tighten.

Secure and tighten the bracket using a 10mm socket
or wrench. 

Install the MAF sensor into the intake tube and secure
using provided M4 screws. Tighten using 2.5mm allen
key. 

Now attach air filter to the intake tube and tighten
using 8mm nut driver. 

Loosen the screws and pull back the bumper cover on
driver side, this will allow filter installation. Loosen the
screws on side and bottom of the splash guard also. 

Loosen the screws holding in the MAF sensor.
Remove the MAF sensor. 

Now install filter into the bumper compartment. 

Install the intake tube and position the bracket to the
vibra mount and to the throttle body. 

Position the intake for the best fit. Tighten the clamp
using 8mm nut driver. 
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Figure  16   
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Figure  22 

Re-connect MAF sensor harness. Re-install the engine cover. Install the provided new crank case 10mm hose and
secure on engine and intake side. 
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Check the entire system for the best possible fit.  Once you have checked the
entire system for leaks, rubbing or rattling, continue to tighten all nuts, bolts and
clamps.  Reconnect the negative battery terminal prior to starting the engine.

Figure  27  
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Congratulations! You have just completed the installation of this intake system.
Periodically, check the alignment of  the intake, normal wear and tear can cause nuts
and bolts to come loose. Note: Check clearance and adjust if needed! Failure to
check the alignment and adjust the intake can cause damage that will void the
warranty. Injen Technology is not responsible for any damages caused by/from
improper installation. 
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